InsightPower SNMP Card Firmware Upgrade Procedure

InsightPower firmware and utility can be found in the following web site: http://59.125.233.140/

EzSetting: can be downloaded from the following link
http://59.125.232.140/Download/Firmware/SNMP/EzSetting.exe

The latest version firmware of SNMP Card:
English Version:
http://59.125.232.140/Download/Firmware/SNMP/fw-snmp-en.rar.exe
Traditional Chinese Version:
http://59.125.232.140/Download/Firmware/SNMP/fw-snmp-tc.rar.exe
Simplified Chinese Version:
http://59.125.232.140/Download/Firmware/SNMP/fw-snmp-sc.rar.exe

The latest version firmware of SNMP Hub:
English Version:
http://59.125.232.140/Download/Firmware/SNMP/fw-sswh-en.rar.exe
Traditional Chinese Version:
http://59.125.232.140/Download/Firmware/SNMP/fw-sswh-tc.rar.exe
Simplified Chinese Version:
http://59.125.232.140/Download/Firmware/SNMP/fw-sswh-sc.rar.exe

1. Run the EzSetting utility.
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2. Please write down the IP address of the PC that you are currently using.

3. Make sure the SNMP card is in the “Subnet” that has been specified, if it is not in the specified subnet
network please edit the subnet and subnet mask to the correct network that the SNMP card is
located.

4. Press "Discover” button to search all of the SNMP card in the specified subnet.
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5. Select one device in the “Device List” then press “Modify” button to key in the account and password
of admin user’s level.
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6. Back to the main window and press the “Upgrade” button. The upgrade dialog box pops up to guide
you to select a valid SNMP Card firmware binary file. Verify the firmware version number which is
listed in the “File Information” field then press “Upgrade Now” button.
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6. The SNMP card would response upgrade request in 20 seconds.

Upgrading Now
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7. After finishing the upgrade procedure, the following dialog box will be popped up. Please wait 30
seconds for SNMP card to reboot.
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Note: If you have encountered computer shutdown during the process of firmware
upgrade, after restarting your computer please make sure the PC is still using the
same IP address.



InsightPower SNMP Card Edit “ Status Stable” by Telnet

1. Run the EzSetting utility.

2. Edit the Subnet and Subnet Mask if the SNMP card is not in the specified subnet. Then press the
“Discover” button to search the SNMP card.
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3. Write down the IP address of the SNMP card.
4. Click on the “Start” menu button of Windows and s
dialog box to open the command shell.
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5.

Microsoft Windows XP [fE7S 5.1.26001
(C> Copywright 1985-2081 Microsoft Cowp.

C:\Documents and Settings“Jesse>telnet 172.16.186.234

elect the “Run” menu item. Type cmd in the Run

In the command shell, type telnet <IP address> to connect to the SNMP card.
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min, password).
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6. Input the admin account and password. Default (ad
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Login as:admin

[y—
Password: -




7. Press “2” to enter System Configuration.
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i UPS Web Card Main Menu !

UPS Web Uersion 1.14h
[11.User Manager
[2]1.System Configuration
[31.8NMP Access Control
[41.8NMP Trap

[51.Time Server
[61.Mail Server

[?1.Wake On LAN
[81.Upgrade Firmuware
[91.80ft Restart
[al.Reset All To Default
[z1.Exit Without Save
[B]1.Save And Exit

Please Enter Your Choice =3
LB RREEA -
C:\Documents and Settings~Jesse> j

8. Press “g” to edit the Status Stable value. The default value is 3, the recommended value is >6.
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! System Configuration |

[11.IP Address: 172.016.186.197

[2]1.Subnet Mask: 255.255.254.808

[31.Gateway IP: 172.916.186.254 J
[41.DNS or WINS IP: 172916 .176 .188

[51.BOOTP/DHCP Client: Enahle

[61.HITP Server: Enable

[?1.Telnet Server: Enable

[81.FTP Server: Enahble

[21.HTTP Server Port: 88
[al.Telnet Server Port: 23
[b1.SNMP Get.Set Port: 161

[c1.SNMP Trap Port: 162
[d1.Host Name{NetBIOS>: IP1A
[el.System Contactor: Jesse
[£1.System Location: Engineering
[gl.8tatus Stable: 3

[8]1.Back To Previous Menu

Please Enter Your Choice => g
Btatus Stahle => 18

9. Press “0” back to the previous page.
Telnet ipl0 AEE|

i UPS Ueb Card Main Menu !

UPS Webh Uersion 1.14h
[11.User Manager
[21.System Configuration
[31.8MMP fAccess Control
[41.8NMP Trap

[51.Time Sepver

[61.Mail Server

[?71.Wake On LAN
[81.Upgrade Firmuare
[?1.80ft Restart
[al.Reset All To Default
[z1.Exit Without Save
[@]1.8ave And Exit

Please Enter Your Choice =>

10. Press “0” to save and exit.



